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ANACONDA SEALTITE® CONDUIT OPTIONS

TEMPERATURE RANGES

Type UA, UVUA, 
CW-Blue, HFL, 

ZHUA, FGUA, 

FG, FGSS, HFSS, 

SHIELDTITE® Z1,
SS-UA 
-40°F to +176°F
(-40°C to +80°C) Type MTC, CNP 

-4°F to +140°F
(-20°C to +60°C)

Type OR
-9°F to +221°F
(-23°C to +105°C)

Type EF, EFST, EFL 
-4°F to +176°F
(-20°C to + 80°C)

Type HC, HTUA, SS-HTUA, 
HCSS, SHIELDTITE® 
-51°F to +221°F
(-46°C to +105°C)

Type HCX
-76°F to +302°F
(-60°C to +150°C)

Type XTHF
-94°F to +392°F
(-70°C to +200°C)

Type NMUA, NMEF 
-17°F to +176°F 
(-27°C to +80°C)
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Type ASUA, NWC 
-40°F to +221°F
(-40°C to +105°C)

LIGHT WEIGHT AND EXTRA FLEXIBLE
Options among SEALTITE Conduit Type NMUA, EFL, MTC, CNP and EFSTEXTRA

FLEXIBLE

HALOGEN FREE: Type HCX, HFSS, ZHUA, SHIELDTITE® Z1,  XTHF, HFL and NWC

UL LISTED: Type UA, SS-UA, ASUA, CW, HTUA, SS-HTUA, ZHUA, SS-ZHUA, FGUA,
UVUA, CNP and NMUA 

CSA APPROVED: Type UA, ASUA, CW, HTUA, ZHUA, FGUA, CNP and NMUA

Trade
Size 
(mm)

Type
Bend

Radius 
(inches)

Weight
(lbs/ 

100 ft)

3/4" 
(21)

EFL 3.0 19

NMUA 4.5 20

MTC 2.5 24

CNP 2.5 25

EFST 3.0 39

Trade
Size 
(mm)

Type
Bend

Radius 
(inches)

Weight
(lbs/ 

100 ft)

3/8" 
(12)

NMUA 2.0 11

EFL 2.0 14

CNP 2.5 15

MTC 1.5 16

EFST 2.0 21

Trade
Size 
(mm)

Type
Bend

Radius 
(inches)

Weight
(lbs/ 

100 ft)

1/2" 
(16)

EFL 2.5 16

NMUA 4.5 20

MTC 2.0 20

CNP 3.0 21

EFST 2.5 25


